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Typical Applications Automotive Products : Automatic Cruise Control 
Home Appliances : Hair Dryer / Massager / Vibrator / Vacuum Cleaner / Bilge Pump 

Usable machine screw length 5.0 max. from 
motor mounting surface.

OUTPUT : 5.0W~75W (APPROX)

(*1) CCW shifted commutation (CCW+)
The terminal position against the tapped holes varies depending on CW+/NEUTRAL.

UNIT: MILLIMETERS

Carbon-brush motors

WEIGHT : 156g (APPROX)

RS-545SH

SPEED CURRENT SPEED CURRENT TORQUE OUTPUT TORQUE CURRENTMODEL

VOLTAGE

OPERATING
RANGE NOMINAL

r/min A r/min A mN·m g·cm W mN·m g·cm A

NO LOAD AT MAXIMUM EFFICIENCY STALL

RS-545SH-5018 4.5~12.0 12V CONSTANT 24000 1.30 20510 7.65 31.1 317 66.7 214 2181 45.0(*1) 

RS-545SH-18150 12~32 30V CONSTANT 7000 0.13 5720 0.58 18.2 185 10.9 99.2 1011 2.59(*1) 

RS-545SH-5018 12.0V
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RS-545SH-18150 30.0V

http://www.surplussales.com/Motors/Motors-3.html
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