
1) For details on the capacitance Ctest please refer to "Application notes", chapter 1.6.

Electrical specification and ordering codes

R25

Ω

Imax

(0...65 °C)

A

Ctest
1)

230 V AC

µF

Ctest
1)

110 V AC

µF

Rmin

(@ Imax, 25 °C)

Ω

Ordering code

** = Delivery mode

00 = Bulk

51 = Reel packing

54 = Ammo packing

2.2 6 200 800 0.057 B57236S0229M0**

2.5 5.5 200 800 0.067 B57236S0259M0**

3 5 300 1200 0.077 B57236S0309M0**

4.7 4.6 300 1200 0.102 B57236S0479M0**

5 4.5 300 1200 0.108 B57236S0509M0**

8 3.7 300 1200 0.152 B57236S0809M0**

10 3.5 300 1200 0.180 B57236S0100M0**

12 3.2 300 1200 0.215 B57236S0120M0**

16 2.9 300 1200 0.262 B57236S0160M0**

20 2.8 300 1200 0.284 B57236S0200M0**

25 2.5 300 1200 0.357 B57236S0250M0**

50 1.9 300 1200 0.594 B57236S0500M0**

80 1.6 400 1600 0.861 B57236S0800M0**

120 1.5 400 1600 0.990 B57236S0121M0**

Inrush current limiters B57236S0***M0**

ICLs S236
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